
TEK NA

The Tekna monitor is available for “Plus” systems only. It has been recently 
equipped with a 32 bits microprocessor, becoming even more powerful than 
previous versions.

In between the new features, the most remarkable are the introduction of an 
alternative programming through dip switch, as well the availability of a RJ-45 
connector, that makes the wiring easy and quick when using CAT 5 cable.
Other characteristics are:

Casing manufactured in ABS RAL9003 colour.
3,5” colour TFT LCD screen.
Three positions call volume regulator.
Detachable telephone cord with connectors.
Surface installation through wall mounting connector.

Privacy on audio, video and door open progresses.
On-O� push button with light indicator.
Video spy and autoswitch-on functions.
Dual video signal reception: twisted pair or coaxial cable.
Input for door bell apartment push button that saves the use of  a door bell.
Selectable call reception tones.
Uses the lock release push button to call to the concierge unit.
Activation of auxiliary devices (second camera, lift controller, ...).
Intercom function between units in the same apartment.

Tekna is the handset type apartment units of Golmar. The 
symmetry of its lines and the avant-garde design set a 
path on the decoration of any atmosphere.

The audio only unit is available in all Golmar technologies, 
and its main characteristics are:

Casing manufactured in ABS RAL9003 colour.
Lock release push button.
Detachable telephone cord with connectors.

Surface or desktop installation.
As options:

Additional push button.
Call volume regulator with mute function.

The digital models o� er privacy on
audio communications and the lock release button
is also used to call the concierge. An input
for a door bell apartment push button
is available, that saves the use of a door bell.

86(W) x 220(H) x 56(D) mm
3.39”(W) x 8.66”(H) x 2.20”(D)

200(W) x 220(H) x 54(D) mm
7.87”(W) x 8.66”(H) x 2.13”(D)

DIP switch
programming

RJ45 connector

The concierge unit is based on a tuned Tekna monitor, with the 
following added characteristics:

Laser engraved touch keypad.
Electronic lock that requires a PIN code to switch the concierge 

unit on.
A camera can be assigned to the concierge unit, that will be 

displayed on the apartment monitor during conversation with 
the concierge.

Intercom function with a secondary concierge unit.
Management of up to 255,000 apartments in a total of 255 

buildings with coded door panels (1,000 apartments on each 
building).

Easy system programming through the keypad or by using a 
computer with USB port.

Selectable language.
Two calling methods: direct entry of the apartment code or by 

searching the tenant name in the repertory.


